CONTENTS – Volume 25, No 4

Thematic collection: Naturally Fractured Reservoirs
Editors: T. Finkbeiner, G. Bertotti & S. Geiger

Introduction to the thematic collection: Naturally Fractured Reservoirs
T. Finkbeiner, G. Bertotti & S. Geiger

Degradation of fracture porosity in sandstone by carbonate cement, Piceance Basin, Colorado, USA
T. B. Weisenberger, P. Eichhubl, S. E. Laubach & A. Fall

Genesis and role of bitumen in fracture development during early catagenesis

A new look into the prediction of static Young’s modulus and unconfined compressive strength of carbonate using artificial intelligence tools
Z. Tariq, A. Abduhrasheem, M. Mahmoud, S. Ekatalaty, A. Z. Ali, D. Al-Shehri & M. W. A. Belayneh

An integrated approach for fractured basement characterization: the Lancaster Field, a case study in the UK
D. A. Bonter & R. Trice

Q. Wang, S. E. Laubach, J. F. W. Gale & M. J. Ramos

Multiscale fracture length analysis in carbonate reservoir units, Kurdistan, NE Iraq

Deciphering background fractures from damage fractures in fault zones and their effect on reservoir properties in microporous carbonates (Urgonian limestones, SE France)
I. Aubert, J. Lamarche & P. Leonde

Linking natural fractures to karst cave development: a case study combining drone imagery, a natural cave network and numerical modelling
G. Boersma, R. Prabhakaran, P. H. Bezena & G. Bertotti

Influence of fracture nucleation and propagation rates on fracture geometry: insights from geomechanical modelling
M. J. Welch, M. Luthje & A. C. Glad

Flow diagnostics for naturally fractured reservoirs
V. Spooner, S. Geiger & D. Arnold

Energy Geoscience Series

Geoscience and decarbonization: current status and future directions
M. H. Stephenson, P. Ringrose, S. Geiger, M. Bridden & D. Schofield

A feasibility study for detection thresholds of CO2 at shallow depths at the CaMI Field Research Station, Newell County, Alberta, Canada
M. Macquet, D. C. Lawton, A. Saeedfar & K. G. Osadetz

Research article

Characterization of effective permeability in heterolithic, distal lower-shoreface sandstone reservoirs: Rannoch Formation, Brent Group, UK North Sea
G. I. Onyenanu, G. J. Hampson, P. J. R. Fitch & M. D. Jackson

Petroleum Geoscience (ISSN 1354-0793) is published in February, May, August and November by the Geological Society Publishing House for the Geological Society, London and the European Association of Geoscientists and Engineers.

Subscription rates 2019 (volume 25, 4 parts)
All correspondence relating to trade subscriptions should be addressed to the Journal Subscription Department, Geological Society Publishing House, Unit 7, Brassmill Enterprise Centre, Brassmill Lane, Bath, UK, BA1 3UN (Tel: +44 (0) 1225 445046; Fax: +44 (0) 1225 442836; e-mail: sales@geolsoc.org.uk). The subscription prices for 2019 are as follows: online only £519 + VAT for UK, EU and ROW users; online + print £648 + VAT for UK, EU and ROW users. More information about subscription prices can be found at www.geolsoc.org.uk/ascress

Posting and payments. Full information on the Geological Society’s Copyrights & Reprints policies can be found at www.geolsoc.org.uk/lcaccess


© The Geological Society of London and EAGE 2019. No reproduction, copy or transmission of all or part of this publication may be made without the prior written permission of the publisher. In the UK, users may clear copying permissions and make payment to The Copyright Licensing Agency Ltd, Saffron House, 6-10 Kirby Street, London EC1N 8TS, UK, and in the USA to the Copyright Clearance Center, 222 Rosewood Drive, Danvers, MA 01923, USA. Other countries may have a local reproduction rights agency for such payments. Full information on the Geological Society’s permissions policy can be found at www.geolsoc.org.uk/permissions

Publishing disclaimer: www.geolsoc.org.uk/pub_ethics

Cover image
Fractured basement reservoir conceptual model. See Bonter & Trice, p. 400.

ISSN 1354-0793